FUJIFILM MEDICAL SYSTEMS

Application

The Faji Medical Dry Laser Imager
DryPix 4000 is a compact image
recording device that uses laser expo-
sure and thermal development to print
the image data sent from medical
diagnostic 1maging modalities. 1t is
designed for decentralized printing
from modalities such as multi-slice CT
or Full Field Digital Mammography
(FFDM} or for small centralized imag-
ing departments.

Features

The DryPix 4000 has unrivalled image
quality with 14 bit density resolution,
bar code reader driven automatic film
density calibration and Fuji dry silver
film technology. Image guality 15 also
enhanced by using 50 micron scan-
ning pitch and selectable 30 or 100
micron pixel resolution. Its 50 micron
resolution and 3.6 maximum density
{without the need for a special film)
makes the DryPix 4000 ideal for use
in Women’s Health Cenfers with dedi-
cated FFDM equipment.

DryPix 4000 uses Fuji's  Image
Intelligence™  image  process-

ing including Advanced Variable
Response (A-VR) Spline image nter-
polation and Smooth Curve Arranging
(SAR) gamma tables. A-VR offers
ultra-sharp alphanumeric characters
with a wide range of image interpola-
tion from ultra-sharp to ultra-smooth
and SAR offers gray scale mapping

tables, Both are ideally matched to the
imaging requirements of each diag-
nostic imaging application,

Using senmconductor laser exposure
and thermal development, the DryPix
4000 processes 110 147x177 films
or 160 107x147, 107x127 or 87x107
films per hour, providing excellent
throughput.

The optional second film drawerallows
vou to output multiple film sizes auto-
matically. 147x177, 147x147, 107x 147,
107%127 and 87x107 film sizes can be
selected. The optional top mounted
4-bin film sorter automatically sorts
films from each modality into separate
bins, enhancing workflow around the
imager without adding to the compact
footprint. The DryPix 4000 has a built-
m DICOM Print Server for direct con-
nection to the network. The optional
DryPix Station provides automatic
fail-over capability for print redun-
dancy from all your digital imaging

modalities.

System Configuration

Standard Components:

DryPix 4000 Dry Laser hmager System

Includes:

*DryPix 4000 Dry Laser Imager

*Built-in DICOM Print Server

*First Film Drawer

*256 MB RAM Memory

*Power Cord - 3m

*DryPix 4000 Operation and Service
Manuals

Product Data

Dry Laser Imager

Options

DryPix 4000 4-Bin Film Sorter
DryvPix 4000 Additional Film Drawer
DryPix 4000 256 MB Memory
Upgrade

DryPix 4000 Mobile Kit

DryPix 4000 Seismic Bracket Kit
FMSU DICOM Box

DryPix Link

DryPix Station

Supplies

Fuji Medical Dry Imaging Film DI-
HL (Blue base) DI-HLe (Clear base):

147177 100 sheets per box
500 sheets per case
87x10” 150 sheets per box

750 sheets per case
DI-HL (Blue base) only:

107x14” 150 sheets per box
750 sheets per case
107x127 130 sheets per box

750 sheets per case
Plus 1 sheet per box not used for
imaging
Semi-automatic Joading, daylight
load film packaging with bar code for
Automatic Film Density Calibration
Storage Conditions:
Femperature 50°F o 74°F
*Relative Humidity 45-+/- 15% RH



